


At the beginning of the 20th century Virgile AMYOT
manufactured precision tools used by Swiss watchmakers.

In 1925 in response to industry demands, Mr AMYOT and his
sons expanded their business. Using their tool-making expertise,they
manufactured a new type of drill chuck,
which tightens without a chuck key. It was
patented in USA in 1932.  Respecting the
precise and exacting standards required in
timepiece machining, LFA® quickly
established its reputation as the leading
company on the continent for the
production of keyless chucks.

Over the years, LFA® has continued to
develop new and better chucks to fit
customers needs, creating a full range of
chucks and other products to handle all
types of fixed and portable tool applications.

In 1994, LFA® patented a newest addition : a
keyless chuck which can be used on all corded,
cordless and  hammer drills. With this new line and
LFA®’s other products, we can satisfy customer
needs worldwide.

R

DRILL CHUCKS

Famous World-Wide!  Established in 1925

R
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LFA® INDUSTRIES INC.
USA

866-539-2903 • 630-762-7393 Fax

Email:  sales@lfausa.com

www.lfausa.com

Phone: 630-762-7391
Fax: 630-762-7393

KEYED CHUCKS QUICK GUIDE
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KEY TYPE PRECISION CHUCKS.
KEY TYPE SUPER CHUCKS & BALL BEARING SUPER KEY TYPE CHUCK.

PRECISION SELF-TIGHTENING CHUCKS & SUPER SELF-TIGHTENING CHUCKS.

ARBORS : MORSE TAPERS, R8 TAPER.

ARBORS: STRAIGHT SHANK
DRIFTS: SEMIAUTOMATIC DRIFTS, STANDARD DRIFTS.

KEY TYPE CHUCKS FOR PORTABLE TOOLS : LIGHT DUTY AND MEDIUM DUTY.

KEYTYPE CHUCKS: HEAVY DUTY FOR HAMMER DRILLS.

SPECIAL PURPOSE FOR ROTATION WITH ROTARY HAMMER DRILL USE.
SDS ADAPTER, SDS CONVERTER.

RIGHT ANGLE ADAPTER, FLEXIBLE SHAFT
LFA® POWER DRILL NIBBLER ATTACHMENT, IMPACT SQUARE DRIVE DRILL CHUCK.

IMPACT KEYLESS CHUCK SQUARE MOUNT
MACHINIST TAP WRENCH

HARDWARE AND INDUSTRIAL DRILL CHUCK KEYS.

EASY TO FIND KEY BOX
REICHEL KEY CAD-DE

RETAIL ITEMS

TECHNICAL INFORMATION

KEYLESS MODEL REMOVAL PROCEDURE AND ACCESSORIES FOR PORTABLE DRILLS.
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KEYLESS CHUCKS FOR STANDARD AND REVERSABLE DRILLS.
LFA® SPECIAL PURPOSE CHUCKS FOR ROTATION WITH ROTARY HAMMER USE.

KEYED CHUCKS QUICK GUIDE
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80-0A 0A 80002 0-5/32 0.3-4 0JT T0 K0 .860 1.420 1.160 2
81-1A 1A 81115 0-1/4 0.3-6.5 1JT 1/4-20 T1 K1 1.18 2.09 1.69 4
81-4A 81412 0-1/4 0.3-6.5 1JT 1/4-20 T4 K7 1.26 2.09 1.69 5

81b-13A 81122 0-5/16 0.3-8 2shJT 1/4-20 T13 K30 1.42 2.36 2.01 8
82-2A 2A 82228 0-3/8 0.5-10 2JT 3/8-16 T2 K2 1.67 2.88 2.32 12
43b-5A 33 43331 1/16-1/2 1.5-13 33JT 3/8-16 T5 K32 1.77 3.19 2.56 15
43-6A 34-02 43205 0-1/2 0.5-13 2JT 3/8-16 T6 K3 2.01 3.35 2.64 21
43-6A 34-33 43335 0-1/2 0.5-13 33JT 3/8-16 T6 K3 2.01 3.35 2.64 20
43-6A 34-06 43601 0-1/2 0.5-13 6JT 3/8-16 T6 K3 2.01 3.35 2.64 20
84-6A 3A 84635 0-5/8 0.5-16 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
45-6A 36 45308 3/16-3/4 5-20 3JT 3/8-16 T6 K3 2.36 3.94 3.07 32
85-9A 85946 1/16-3/4 1.5-20 4JT 3/8-16 T9 K4 2.95 5.12 4.10 71
85b-9A 85953 3/16-1-1/32 5-26 4JT 3/8-16 T9 K4 2.95 5.12 4.10 69

KEY TYPE PRECISION CHUCKS

PLAIN BEARING MODELS 
PRECISION CRAFTED.
HEAVY DUTY PERFORMANCE.
ALL PARTS ARE HARDENED 
FOR MAXIMUM TOOL LIFE.

Taper Mounted Chucks
CAPACITY

CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

TAPERED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

LENGTH

R

L

L1

D

A

81-1B 1B-3/8 81139 0-1/4 0.3-6.5 3/8-24 .217 T1 K1 1.18 2.09 1.69 4
81-1B 81153 0-1/4 0.3-6.5 5/16-24 .217 T1 K1 1.18 2.09 1.69 4
81-4B 81436 0-1/4 0.3-6.5 3/8-24 .217 T4 K7 1.26 2.09 1.69 5

81b-13B 81184 0-5/16 0.3-8 3/8-24 .217 T13 K30 1.42 2.36 2.01 8
81b-13B 81146 0-5/16 0.3-8 1/2-20 .256 T13 K30 1.42 2.36 2.01 8
42-13B 31BA-3/8 42383 0-3/8 0.5-10 3/8-24 .217 T13 K30 1.42 2.36 2.01 8
42-13B 31BA-1/2 42123 0-3/8 0.5-10 1/2-20 .256 T13 K30 1.42 2.36 2.01 8
82-2B 2BA-3/8 82235 0-3/8 0.5-10 3/8-24 .217 T2 K2 1.67 2.88 2.32 13
82b-5B 32BA-1/2 82518 0-3/8 0.5-10 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-3/8 43380 1/16-1/2 1.5-13 3/8-24 .217 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-1/2 43229 1/16-1/2 1.5-13 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-5/8 43168 1/16-1/2 1.5-13 5/8-16 .256 T5 K32 1.77 3.15 2.48 16
43-6B 43120 0-1/2 0.5-13 1/2-20 .256 T6 K3 2.01 3.35 2.64 21
43-6B 43588 0-1/2 0.5-13 5/8-16 .256 T6 K3 2.01 3.35 2.64 21
84-6B 3B-5/8 84659 0-5/8 0.5-16 5/8-16 .256 T6 K3 2.36 3.94 3.07 35
45-6B 36B-5/8 45582 3/16-3/4 5-20 5/8-16 .256 T6 K3 2.36 3.94 3.07 33
45-6B 36B-3/4 45346 3/16-3/4 5-20 3/4-16 .256 T6 K3 2.36 3.94 3.07 33

LENGTHCAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

All models drilled for retaining screw. See page A.  Information concerning LFA® chuck keys are shown
on page 14.  Instructions to repair LFA® chucks are shown on page 17.

Thread Mounted Chucks

Jaw & Nut Set Ring Sleeve Key

REPAIR PARTS: Specify the chuck number and part name neededPercision Chucks
Key-Type Drill Chucks

Models:
42, 43, 81, 82,
84, 85

R KEYLESS MODEL REMOVAL PROCEDURE AND ACCESSORIES
FOR PORTABLE DRILLS

INSTRUCTIONS FOR USING THE LOCKING
SYSTEM

Tightening of the chuck with locking system.
1) Tighten the drill in the chuck until you hear a

“clack”, which means that the locking system has
engaged but not that the drill is fully
tightened.

2) After the “clack”, it is important to continue
tightening the chuck and you will hear 
“clicks” indicating that the locking system is 
operating.  The drill bit will be completely 
hightened when you cannot hear any more 
“clicks”.

1/4 HEX- 3/8-24 THRD screw driver to chuck mount.

SDS + to adapt a 1/2-20 thrd chuck.

SCREW REPLACEMENT
6 X 100 L.H. thrd.

CHUCK CONVERSION 3/8-24 straight thrd.

CHUCK CONVERSION 1/2-20 male x 3/8-24 male thrd.

CHUCK CONVERSION 1/2-20 male x 3/8-24 female thrd.

ADAPTERS APPLICATION

“clack”

FOR SDS

945 138

92 010

930 001

931 021

931 121

945 212

“click, click...”



174

R KEY TYPE SUPER CHUCKS

EQUIPPED WITH A SLIDING RING. 
ALL COMPONENTS ARE HARDENED
AND GROUND FOR ACCURACY.
SUPER HOLDING AND FRICTION
FREE MOVEMENT FOR HEAVY DUTY
DRILLING.

L

L1

D

A

LENGTH

Taper Mounted Chucks
CAPACITYCHUCK

MODEL
UPC

CODE

SUBSTITUTE
FOR

JACOBS

TAPERED
MOUNT

A LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
OPEN

L
CLOSED

L1

WEIGHT

.OZin mm

81bS-13A 8-1/2N 81160 0-5/16 0.3-8 2shJT 1/4-20 T13 K30 1.42 2.36 2.01 8
82bS-5A 11N 82556 0-3/8 0.5-10 2JT 3/8-16 T5 K32 1.77 3.15 2.48 15
43S-6A 43977 0-1/2 0.5-13 33JT 3/8-16 T6 K3 2.01 3.35 2.64 21
83S-6A 14N 83638 0-1/2 0.5-13 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
84S-6A 16N 84556 0-5/8 0.5-16 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
85S-9A 18N 85977 1/16-3/4 1.5-20 4JT 3/8-16 T9 K4 2.95 5.12 4.10 71
85bS-9A 20N 85960 3/16-1-1/32 5-26 4JT 3/8-16 T9 K4 2.95 5.12 4.10 69

Jaw & Nut Set Sleeve Ball Bearings Key

REPAIR PARTS: Specify the chuck number and part name neededSuper Chucks
Ball Bearing Key-Type
Drill Chucks

Models:
43S, 81BS, 82BS, 83S,
84S, 85S, 85BS

R

TECHNICAL INFORMATION

Dimensions : MORSE tapers

Dimensions : JACOBS tapers

Dimensions : UNF and 
UN internal thread

MORSE
(T1)

D D1 d2 L3 L4 b

0 0.356 0.362 0.240 2.224 2.342 0.153
1 0.475 0.480 0.354 2.441 2.579 0.205
2 0.700 0.709 0.551 2.953 3.150 0.248
3 0.938 0.949 0.752 3.700 3.898 0.311
4 1.231 1.244 0.992 4.626 4.882 0.469
5 1.748 1.760 1.437 5.886 6.142 0.626
6 2.494 2.512 2.063 8.268 8.583 0.748

JACOBS
(E2)

D d L1

0JT 0.250 0.228 0.437
1JT 0.384 0.333 0.656

2shJT 0.549 0.488 0.750
2JT 0.559 0.488 0.875
33JT 0.624 0.560 1.000
6JT 0.676 0.624 1.000
3JT 0.811 0.746 1.219
4JT 1.124 1.037 1.656
5JT 1.413 1.316 1.875

UNF - UN
(E3)

D
Number

of threads
per inch

L min.

5/16-24UNF 3B 0.312 0.042 0.551
3/8-24UNF 3B 0.375 0.042 0.571
1/2-20UNF 3B 0.500 0.050 0.630
5/8-16UN 3B 0.625 0.062 0.748
3/4-16UNF 3B 0.750 0.062 0.748

L

D

D

d

L1

d2

b

D

D1

L3L4

TO REMOVE : if drill has a retaining screw, remove this
screw (left handed thrd.) prior to removal of chuck.
Using a hex type key, remove from spindle as shown.

TO MOUNT : thread chuck to drill spindle by hand,
be sure chuck is seated against mounting surface,
replace the left handed thrd. screw.

Note : all LFA® taper model chucks are equipped with «easy arbor removal».

FOR TAPERED SPINDLES :
TO MOUNT : clean all contact surfaces, with jaws completely
retracted use a thin piece of wood to protect the chuck nose, tap
the chuck on to the spindle.

MOUNTING TAPERED CHUCKS :

MOUNTING & REMOVING THREADED CHUCKS :

FOR TAPER SHANK ARBORS :
TO MOUNT : clean all surfaces, with jaws completely retracted.
Place chuck on a wooden surface, strike tang of arbor lightly to seat.
Do not use arbor press, excessive pressure will expand chuck body
& distort the jaw holes.

ASSEMBLE & DISMANTLE A KEY TYPE CHUCK :
Extend the jaws to half of the maximum capacity.
Remove the sleeve by pressing. This operation
releases the nut (in 2 parts) and frees the 3 jaws
which can be dismantled.
Important : do not apply force on the extremity of the
jaws.Insert an intermediate ring between the press
and the body of the chuck.

Insert the 3 jaws in their place in a position
corresponding about half the maximum
capacity, taking into account the order of
assembly marked by a number of grooves (1, 2
and 0). Coat the thread of the nut with a thick
grease and replace the 2 parts on the jaws.
Then replace the sleeve by use of a press.
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LENGTH

PRECISION SELF-TIGHTENING CHUCKS

SELF-TIGHTENING.
LIGHT WEIGHT.
BALL BEARING - HAND LOCKING

Taper Mounted Chucks
CAPACITYCHUCK

MODEL
UPC

CODE
TAPERED
MOUNT

SLEEVE
DIA.

D
OPEN

L
CLOSED

L1

WEIGHT

.OZin mm

61bA 61018 0-5/16 0.3-8 1JT 1.42 2.83 2.60 12
62A 61028 0-3/8 0.5-10 2JT 1.42 3.15 2.91 12
63A 63333 0-1/2 0.5-13 33JT 1.57 4.02 3.62 18
63A 63067 0-1/2 0.5-13 6JT 1.57 4.02 3.62 19
64A 64330 0-5/8 0.5-16 33JT 1.81 4.33 3.90 26
64A 64064 0-5/8 0.5-16 6JT 1.81 4.33 3.90 26

LL1

D

SELF-TIGHTENING.
PRECISION QUALITY
FOR ALL DRILLING APPLICATIONS.

Taper Mounted Chucks
CAPACITY

CHUCK
MODEL

JACOBS
EQUIVALENT

UPC
CODE

TAPERED
MOUNT

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

71bSA 80-J2S 71228 0-5/16 0.3-8 2shJT 1.42 2.88 2.56 13
72SA 100-J2 72021 0-3/8 0.5-10 2shJT 1.77 3.66 3.19 26
73SA 130-J33 73332 0-1/2 0.5-13 33JT 2.03 4.14 3.66 38
73SA 130-J6 73066 0-1/2 0.5-13 6JT 2.03 4.14 3.66 38
74SA 160-J6 74063 1/8-5/8 3-16 6JT 2.27 4.33 3.78 50

LENGTH

SUPER HOLDING!

Jaw Lock Ring Sleeve Ball Bearings Screws

REPAIR PARTS: Specify the chuck number and part name neededSelf-Tightening
Keyless Drill
Chucks

Models:
61, 62, 63, 64

Jaw Lock Ring Sleeve Ball Bearings Screws

REPAIR PARTS: Specify the chuck number and part name neededSuper Self-Tightening
Keyless Drill
Chucks

Models:
71, 72, 73, 74

R

Boxed Chucks:
• Ready to hang from

your shelf
• Easily sits on a shelf .
• Hang on Zip Strip.

Zip Strip:
• Compact Space Saver

for many items.
• Carded Chuck Keys
• Boxed or Blister Pack

Drill Chucks
• Key Cad-De

Blister Packaging:
• Hang on our Zip Strip
• Hang on your shelf

All items available with UPC codes.
*Keys available for Carded UPC:
#0, #1, TB1, T80, #2, T4, T5, T5C, T6, T6C, 
#13, TB13, TBD, 2R2 Key Holder

RETAIL PACKAGING

Carded Key:
• Carded key with

UPC label
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ARBOR
MODEL

UPC
CODE

T1*
MORSE

E2*
JACOBS

L
WEIGHT

.OZ

1MT0 91008 1 0JT 3.19 2
1MT1 91107 1 1JT 3.39 2
1MT2 91219 1 2JT** 3.62 2
1MT33 91336 1 33JT 3.78 3
1MT6 91602 1 6JT 3.78 3
1MT3 91305 1 3JT 4.02 5
2MT0 92005 2 0JT 3.78 4
2MT1 92104 2 1JT 3.98 4
2MT2 92203 2 2JT** 4.22 5
2MT33 92333 2 33JT 4.41 6
2MT6 92609 2 6JT 4.37 6
2MT3 92302 2 3JT 4.61 7
2MT4 92401 2 4JT 5.04 12
3MT1 93101 3 1JT 4.73 9
3MT2 93200 3 2JT** 4.96 10
3MT33 93330 3 33JT 5.12 11
3MT6 93606 3 6JT 5.12 11
3MT3 93300 3 3JT 5.36 12
3MT4 93408 3 4JT 5.79 17
3MT5 93507 3 5JT 5.91 22
4MT2 94207 4 2JT** 5.99 21
4MT33 94337 4 33JT 6.15 22
4MT6 94603 4 6JT 6.15 22
4MT3 94306 4 3JT 6.38 23
4MT4 94405 4 4JT 6.82 28
4MT5 94504 4 5JT 6.93 33
5MT3 95303 5 3JT 7.56 55
5MT4 95402 5 4JT 8.12 60
5MT5 95517 5 5JT 8.12 65

Morse Taper Arbors

* Dimensions p 17.
** Suitable for chucks with 2 short JT.

* Dimensions p 17.

ARBOR
MODEL

UPC
CODE

T1*
MORSE

E4*
UNF

L
WEIGHT

.OZ

2MT3/8 92388 2 3/8-24 3.98 5
2MT1/2 92128 2 1/2-20 4.10 5
2MT5/8 92586 2 5/8-16 4.18 6

Threaded Arbors

MORSE TAPER ARBORS
L

T1

E2 E4

KEY BOX AND KEY CAD-DE

WITH REPLACEMENT PINIONS

MODEL CD1 INDUSTRIAL KEYS
KEY NO. LFA® SERIES JACOBS SERIES
T6 / K3 43, 44, 45, 84, 83S 3, 3A, 6A, 6B, 14N,

84S, 44Z, 43SB 34, 55, 56, 58, 634, 75
T5 / K32 82, 43b, 43bZ 11N, 32, 33, 3326,

MC10, MC33, MC3326
T2 / K2 82 2A, MC5
#13 / K30 81b, 42, 81bS 30, 31B, 8-1/2N, MC4

REPLACEMENT PINIONS FOR ABOVE :
M / R6 / K3 T6 / K3
M / R5 / K32 T5 / K32
M / R2 / K2 #2 / K2
M / R13 / K30 #13 / K30

MODEL CD2 HARDWARE & INDUSTRIAL KEYS
KEY NO. LFA® SERIES JACOBS SERIES
#1 / K1 81-1A, 81-1B 1A, 1B, 1BS, MC
TB1/ KG1 412, 420, 4200 DC, H1, Mc, U
T4 / K7 7A, 7BA, 7B
TB13 / KK 422, 4220 DC, H, MC, U

REPLACEMENT PINIONS FOR ABOVE :
M / R1 / K1 #1 / K1
M / TB1 / KG1
M / R4 / K7 T4 / K7
M / RB13 / KK TB13 / KK

NOTE : CD1 model keys fit 100 different chuck models, 3/8, 1/2, 5/8 CAP.
CD2 model keys fit 127 different chuck models, 1/4, 3/8, 1/2 CAP.

One year warranty on all components. Made in USA

Also available with
magnetic hold

Easy Find Key Box

Kit Contains:
1 Master Key Ring, 2 Large Key Cad-De, 2 Small Key Cad-
De, 10 2R2 Key Holders, 10 #0 (KO), 10 #1 (K1), 10 TB1
(KG),10 #2 (K2), 10 T4 (K7), 10 T5 (K32), 10 T6 (K3), 10
#13 (K30), 10 TB13 (KK), 10 TBD (B&D 70-110),
5 #9 (K4), 10 T80 (KGA)
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ARBORS & DRIFTS

ARBOR
MODEL

UPC
CODE

D L1
E2*

JACOBS
L

WEIGHT

.OZ

1/2STO 91206 0.500 2.50 0JT 3.11 2
1/2ST1 91213 0.500 2.50 1JT 3.35 2
1/2ST2 91220 0.500 2.50 2JT** 3.55 3
1/2ST33 91244 0.500 2.50 33JT 3.74 4
1/2ST6 91268 0.500 2.50 6JT 3.74 4
1/2ST3 91237 0.500 2.50 3JT 3.98 5
5/8ST1 95815 0.625 2.50 1JT 3.35 3
5/8ST2 95822 0.625 2.50 2JT** 3.59 4
5/8ST33 95891 0.625 2.50 33JT 3.74 5
5/8ST6 95860 0.625 2.50 6JT 3.74 5
5/8ST3 95839 0.625 2.50 3JT 3.98 7
5/8ST4 95846 0.625 2.50 4JT 4.41 11
3/4ST2 93422 0.750 3.00 2JT** 4.10 7
3/4ST33 93415 0.750 3.00 33JT 4.26 7
3/4ST6 93460 0.750 3.00 6JT 4.26 8
3/4ST3 93439 0.750 3.00 3JT 4.49 9
3/4ST4 93442 0.750 3.00 4JT 4.93 14
1ST3 91332 1.000 3.00 3JT 4.53 14
1ST4 91404 1.000 3.00 4JT 4.96 18

Straight Shank Arbors

* Dimensions p 17.
** Suitable for chucks with 2 short JT.

D

E2

L1

L

DRIFTS

MODEL UPC
CODE

min max

L
WEIGHT

.OZ

1MT 11006 1 2 4.57 1
2MT 12003 2 3 5.91 3
3MT 13000 3 4 7.84 6
4MT 14007 4 5 9.89 12
5MT 15004 5 6 11.03 25

Standard drifts

* Dimensions p 17.

MODEL UPC
CODE

MORSE*

MORSE*

min max

L
WEIGHT

.OZ

#1 11136 1 3 12.61 12
#2 12461 4 6 14.97 19

Semiautomatic drifts

L

L

Morse

* Dimensions p 17.

RB1 763412-5 6010D, 6010DW, 6010DWK, 6010SDW, 6012HDW, M001 (FOR CORDLESS) 1/4
RB1 763419-1 6002D, 6010D, 6012HD, 60710, 6073D, 6040DW, 6010SDW, 6092D, 6072D, 6070DW 1/4
RB13 763415-9 8400D, DA-3000D, DP3720 9/32
R5.5 763414-1 6000LR, 6000R, 6510LVR, DA3000R 7/32
R6.5 763411-7 6013BR, 6300LR, 6301LR, DA6300, DP4700 1/4

HARDWARE & INDUSTRIAL DRILL CHUCK KEYS

KEY NO.’S

REICHEL
SELF-

EJECTING JACOBS
FOR LFA® CHUCK NO.’S FOR JACOBS CHUCK NO.’S PILOT

SIZE

AVAILABLE IN BULK & CARDED
See page 16 for details.

Note :
1. Never apply extensions, or «cheaters»
of any kind to chuck key handles.
2. Do not subject chuck key handles to
hammer or other impact blows.

KEY NO.’S FOR MAKITA MODELS-CARDED ONLY

R

#0 #0SE K0 0,0B 1/8
#1 1SE K1 81-1A, 81-1B 1A, 1B, 1BS,MC1 5/32

TB1 TB1SE KG 4200-B1, 412-B1, DC1G61,  DC1G61AD, DC4G61 1/4
420-B1 DC4G61AD,  H1G61, H4561, MC2

MC1G41, MC1G60 ,  MC1G61, 
T80 KGA MC1G75, U4G41, U4G60, U4G61 1/4

#2 #2SE K2 82-2A, 82-2B 2A, 2B, MC5 1/4

T4 #4SE K7 81-4B 7, 7-1A, 7B 7/32

T5 T5SE K32 82A-5A, 43b-5A, 11N, 32, 32B, 33, 33B, 33BA, 33F 1/4
82A-5B, 43b-5B, 33KD, 3326, 3326A, MC-10, MC33
82AS-5A, 43BZ-5B

T5C T5CSE K32C 3333C 1/4
T6 T6SE K3 43-6A, 43-6B, 3, 3A, 3AE, 3B, 3KD, 3PD, 6AE 5/16

84-6A, 45-6A, 6A-2A, 6A-33, 6B, 14N, 34,
84-6B, 45-6B 34B, 34KD, 34PD,
83S-6A, 84S-6A 55B, 56B, 58B, 75A, 634, 634B
44Z-6B, 43SB-6A

T6C T6CSE K3C 633C, 633D 5/16
#13 #13SE K30 81b-13A, 81b-13B, 30, 30-1A, 30B, 31B, 31BA, 15/64

42-13B, 81bS-13A 81/2N, MC4
TB13 TB13SE KK 422-B13, 4220-B13 DC8K33, DC8K61, DC8K64, H8K33 9/32

H8K61, H8K64, MC4K01, MC4K41
MC4K61, MC8K26, MC8K64, MC8K64AD
U8K33A, U8K33, U8K64,
U8K64A, U8K61

#9 #9SE K4 85-9A, 85B-9A 16N, 18BN, 36, 36B, 37KD, 37PD, 59B 3/8
85S-9A, 85BS-9A

TBD B & D 70-110 1/4 & 3/8 BLACK & DECKER CHUCKS 13/64
KEY HOLDERS NO.2 FITS ALL CHUCK KEYS (EXCEPT #9 & #26)
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CHUCKS FOR PORTABLE DRILLS DRILL CHUCK ACCESSORIES
R

Impact Keyless Chuck

“SQUARE DRIVE” - “KEYLESS DESIGN”
FOR STANDARD IMPACT TOOLS.
IT TRANSFORMS THE WRENCH INTO AN
EFFICIENT DRILLING TOOL WITH SUPER
HODLING POWER

WC3R3 00330 3/32-3/8 2.5-10 3/8 sq.dr. 2-1/8 2-3/32 1-7/16 0-9/12
WC5R5 64-J9 00521 1/8-1/2 3-13 1/2 sq.dr. 2-9/32 2-5/8 1-15/16 1-4

CAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT MOUNT DIAMETER

WEIGHT

LBS-OZSCLOSED OPEN
in mm

LENGTH

Machinist Tap Wrench with Guide

THREAD DRILLED HOLES MANUALLY WITHOUT
REMOVING THE WORK PIECE FROM PRECISE
MACHINE SETUPS.  HANDLE IS SLIDING STYLE,
MOVES SIDE TO SIDE TO ACCESS TIGHT SPACES.
WRENCHES CAN ALSO BE USED AS REGULAR
T-HANDLE TAP WRENCHES.  TAPS NOT INCLUDED.

0 TO 1/4 00279 51014
1/4 TO 1/2 00293 51412
1/2 TO 3/4 00286 51234
3/4 TO 1 00248 51341

MACHINIST
TAP

WRENCH
SIZE

REICHEL
UPC

CODE



DRILL CHUCK ACCESSORIESR

12 9

R

KEY TYPE CHUCKS FOR PORTABLE TOOLS

LIGHT DUTY
DESIGNED FOR O.E.M AND D.I.Y
PORTABLE DRILLS - ALL MOVING
PARTS HARDENED FOR MAXIMUM
TOOL LIFE.

MEDIUM DUTY.
DESIGNED FOR PROFESSIONAL
TYPE PORTABLE DRILLS, ALL
MOVING PARTS ARE HARDENED
FOR MAXIMUM TOOL LIFE.
ALL THREADED MODELS ARE
DRILLED FOR REVERSING UNITS.

4200-B1 30247 42086 0-3/8 0.5-10 3/8-24 .217 TB1 KG 1.30 2.36 1.93 6
4200-B1 41211 0-3/8 0.5-10 1/2-20 .256 TB1 KG 1.30 2.36 1.93 6
4220-B13 30598 42204 1/16-1/2 1.5-13 3/8-24 .217 TB13 KK 1.65 2.84 2.29 11
4220-B13 30602 42208 1/16-1/2 1.5-13 1/2-20 .256 TB13 KK 1.65 2.84 2.29 11

CAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA
D

CLOSED
L1

OPEN
L

WEIGHT

.OZin mm

LENGTH

412-B1 41204 0-5/16 0.3-8 1JT* 1/4-20 TB1 KG 1.18 2.13 1.73 4
420-B1 42031 0-3/8 0.5-10 3/8-24 .217 TB1 KG 1.42 2.36 2.01 8
420-B1 42017 0-3/8 0.5-10 1/2-20 .256 TB1 KG 1.42 2.36 2.01 8
422-B13 42239 1/16-1/2 1.5-13 3/8-24 .217 TB13 KK 1.65 2.88 2.32 13
422-B13 31052 42215 1/16-1/2 1.5-13 1/2-20 .256 TB13 KK 1.65 2.88 2.32 13
422-B13 42291 1/16-1/2 1.5-13 33JT* 3/8-16 TB13 KK 1.65 3.03 2.44 13

CAPACITY
CHUCK
MODEL

UPC
CODE

SUBSTITUTE
FOR

JACOBS 

TAPERED
MOUNT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY CLOSED
L1

OPEN
L

WEIGHT

.OZin mm

LENGTHSLEEVE
DIA.

D

L

L1

D

A

L

L1

D

A

RIGHT ANGLE ADAPTER

AVAILABLE WITH KEYED
CHUCK OR WITHOUT!
HANDLES SPEEDS UP TO
2500 RPM, WITH OIL HOLE,
MADE FROM ALL STEEL!
HEAVY-DUTY - NO PLASTIC GEARS!

UPC CODE 79037

FLEXIBLE SHAFT

LENGTH 40 INCHES. 3/8 DRIVE.
KEYLESS CHUCK, 3/8 DRILL CAPACITY. 
OIL RESISTANT.
CAN BE USED WITH DRILL BITS AND
MINI TOOLS IN ORDER TO PERFORM
VERY ACCURATE OPERATIONS. 
WITHSTANDS 3600 RPM.

UPC CODE 79447

Speed 3000 max

Max 0.8mm .031 STAINLESS STEEL

Max 1.2mm .047 GALVA, ZINC, STEEL SHEET

Max 1.5 mm .059 COPPER, BRASS

Max 2.0 mm .079 PVC, ALUMINIUM, VINYL FLOOR TILE

Max 2.5 mm .099 SYNTHETIC MATERIAL

10 oz

NIBBLER
UPC CODE 79211
SPARE PUNCH
UPC CODE 79228
USES  • Cutting sunroofs, windows and wheel arches etc...

• Cutting across corrugated sheets (steel or plastic)



LENGTH

KEY-TYPE HEAVY DUTY
CHUCKS & SDS ACCESSORIES

KEYLESS CHUCKS FOR PORTABLE TOOLS

ALL STEEL CONSTRUCTION
BALL BEARING DESIGN FOR SUPERIOR HOLDING - THREADED AND TAPER.

LIGHT WEIGHT DESIGN
BALL BEARING FOR SUPERIOR HOLDING, FOR REGULAR AND HAMMER APPLICATIONS.

11

CHUCK
MODEL

UPC
CODE

MOUNT
A

SLEEVE
DIA.

D .OZin mm

520 52030 0-3/8 0.5-10 3/8-24 .217 1.58 2.40 2.01 9
520 52016 0-3/8 0.5-10 1/2-20 .256 1.58 2.40 2.01 9
520 52023 0-3/8 0.5-10 2 SH JT 1/4-20 1.58 2.40 2.01 9
522 52238 1/16-1/2 1.5-13 3/8-24 .217 1.67 2.92 2.32 14
522 52214 1/16-1/2 1.5-13 1/2-20 .256 1.67 2.92 2.32 13
522 52290 1/16-1/2 1.5-13 2 JT 3/8-16 1.67 2.92 2.32 13
522 52283 1/16-1/2 1.5-13 33 JT 3/8-16 1.67 3.03 2.44 14
610 61001 0-1/4 03.-6.5 3/8-24 - 2.44 2.200 1.250 9

CAPACITY WEIGHT

CHUCK
MODEL

UPC
CODE

THREADED
MOUNT A

SLEEVE
DIA.

D .OZin mm

5200 52043 0-3/8 0.5-10 3/8-24 .217 1.65 2.40 2.05 6
5200 52009 0-3/8 0.5-10 1/2-20 .256 1.65 2.40 2.05 6
5220L 52269 1/16-1/2 1.5-13 3/8-24 .217 1.67 2.88 2.32 10
5220L 52252 1/16-1/2 1.5-13 1/2-20 .256 1.67 2.88 2.32 10

CAPACITY LENGTH WEIGHT

CLOSED
L1

OPEN
L

CLOSED
L1

OPEN
L

R

*
*

10

R

* Denotes: with patented ratchet locking system for easy
locking and releasing U.S. patent 5458345

• OUR NEWEST CHUCK WITH PATENTED
LOCKING SYSTEM.

• WITH CARBIDE JAWS FOR SUPERIOR HOLDING.
• NOW AVAILABLE

LENGTH

DESIGNED FOR USE ON
PERCUSSION TYPE DRILL UNITS. 
PRECISION CRAFTED WITH A
SLIDING RING TO ABSORB
VIBRATIONS THAT CAUSE CHUCK
BALL BEARINGS TO LOOSEN UP.
ALL PARTS ARE HARDENED FOR
MAXIMUM TOOL LIFE.

Note : SDS Adapter can be
used with 1/2-20 threaded
model  see below.

CHUCK
MODEL

UPC
CODE

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D

WEIGHT

.OZin mm

43 bZ-5B 43984 1/16-1/2 1.5-13 3/8-24 .217 T5 K32 1.77 3.15 2.48 15
43 bZ-5B 43991 1/16-1/2 1.5-13 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
44 Z-6B 44127 3/32-5/8 2.5-16 1/2-20 .256 T6 K3 2.01 3.35 2.64 21
44 Z-6B 44585 3/32-5/8 2.5-16 5/8-16 .256 T6 K3 2.01 3.35 2.64 20 

CAPACITY
OPEN

L
CLOSED

L1

L

L1

D

A

LFA® SPECIAL PURPOSE CHUCKS FOR ROTATION WITH ROTARY HAMMER DRILL USE

KEYLESS 5322 SDS MODEL
1/16-1/2 CAPACITY
EQUIPPED WITH SDS
ADAPTER FOR QUICK
CHANGE DRILLING
APPLICATIONS.
BALL BEARING DESIGN WITH
RATCHET LOCKING AND
RELEASING.

UPC CODE 79235

SDS CONVERTER
CONVERT THAT HAM-
MER DRILL INTO A SDS
MOUNT DRILL!
1/2-20 MOUNT TO
SDS DRILL.
EASY AS 1, 2, 3!
#945-112SDS

UPC CODE 79457

CARBIDE CHUCK
JAWS

LENGTH

CARBIDE CHUCK JAWS
ALL STEEL CONSTRUCTION WITH DOUBLE SHELL

CHUCK
MODEL

UPC
CODE

MOUNT DIA.
A

SLEEVE
DIA.

D .OZin mm

5322A 53211 1/16-1/2 1.5-13 1/2-20 .2559 1.67 2.94 2.50 11.4
5322A 53235 1/16-1/2 1.5-13 3/8-24 .2165 1.67 2.94 2.50 11.4

5322ACAR 53310 1/16-1/2 1.5-13 1/2-20 .2559 1.67 2.94 2.50 11.6
5322ACAR 53334 1/16-1/2 1.5-13 3/8-24 .2165 1.67 2.94 2.50 11.6

CAPACITY WEIGHT

CLOSED OPEN

*
* 

Jaw Lock Ring Sleeve Ball Bearings Screws Key

REPAIR PARTS: Specify the chuck number and part name neededHEAVY DUTY
Key-Type Drill
Chucks

Models:
43BZ, 44Z

Part #610



LENGTH

KEY-TYPE HEAVY DUTY
CHUCKS & SDS ACCESSORIES

KEYLESS CHUCKS FOR PORTABLE TOOLS

ALL STEEL CONSTRUCTION
BALL BEARING DESIGN FOR SUPERIOR HOLDING - THREADED AND TAPER.

LIGHT WEIGHT DESIGN
BALL BEARING FOR SUPERIOR HOLDING, FOR REGULAR AND HAMMER APPLICATIONS.

11

CHUCK
MODEL

UPC
CODE

MOUNT
A

SLEEVE
DIA.

D .OZin mm

520 52030 0-3/8 0.5-10 3/8-24 .217 1.58 2.40 2.01 9
520 52016 0-3/8 0.5-10 1/2-20 .256 1.58 2.40 2.01 9
520 52023 0-3/8 0.5-10 2 SH JT 1/4-20 1.58 2.40 2.01 9
522 52238 1/16-1/2 1.5-13 3/8-24 .217 1.67 2.92 2.32 14
522 52214 1/16-1/2 1.5-13 1/2-20 .256 1.67 2.92 2.32 13
522 52290 1/16-1/2 1.5-13 2 JT 3/8-16 1.67 2.92 2.32 13
522 52283 1/16-1/2 1.5-13 33 JT 3/8-16 1.67 3.03 2.44 14
610 61001 0-1/4 03.-6.5 3/8-24 - 2.44 2.200 1.250 9

CAPACITY WEIGHT

CHUCK
MODEL

UPC
CODE

THREADED
MOUNT A

SLEEVE
DIA.

D .OZin mm

5200 52043 0-3/8 0.5-10 3/8-24 .217 1.65 2.40 2.05 6
5200 52009 0-3/8 0.5-10 1/2-20 .256 1.65 2.40 2.05 6
5220L 52269 1/16-1/2 1.5-13 3/8-24 .217 1.67 2.88 2.32 10
5220L 52252 1/16-1/2 1.5-13 1/2-20 .256 1.67 2.88 2.32 10

CAPACITY LENGTH WEIGHT

CLOSED
L1

OPEN
L

CLOSED
L1

OPEN
L

R

*
*

10

R

* Denotes: with patented ratchet locking system for easy
locking and releasing U.S. patent 5458345

• OUR NEWEST CHUCK WITH PATENTED
LOCKING SYSTEM.

• WITH CARBIDE JAWS FOR SUPERIOR HOLDING.
• NOW AVAILABLE

LENGTH

DESIGNED FOR USE ON
PERCUSSION TYPE DRILL UNITS. 
PRECISION CRAFTED WITH A
SLIDING RING TO ABSORB
VIBRATIONS THAT CAUSE CHUCK
BALL BEARINGS TO LOOSEN UP.
ALL PARTS ARE HARDENED FOR
MAXIMUM TOOL LIFE.

Note : SDS Adapter can be
used with 1/2-20 threaded
model  see below.

CHUCK
MODEL

UPC
CODE

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D

WEIGHT

.OZin mm

43 bZ-5B 43984 1/16-1/2 1.5-13 3/8-24 .217 T5 K32 1.77 3.15 2.48 15
43 bZ-5B 43991 1/16-1/2 1.5-13 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
44 Z-6B 44127 3/32-5/8 2.5-16 1/2-20 .256 T6 K3 2.01 3.35 2.64 21
44 Z-6B 44585 3/32-5/8 2.5-16 5/8-16 .256 T6 K3 2.01 3.35 2.64 20 

CAPACITY
OPEN

L
CLOSED

L1

L

L1

D

A

LFA® SPECIAL PURPOSE CHUCKS FOR ROTATION WITH ROTARY HAMMER DRILL USE

KEYLESS 5322 SDS MODEL
1/16-1/2 CAPACITY
EQUIPPED WITH SDS
ADAPTER FOR QUICK
CHANGE DRILLING
APPLICATIONS.
BALL BEARING DESIGN WITH
RATCHET LOCKING AND
RELEASING.

UPC CODE 79235

SDS CONVERTER
CONVERT THAT HAM-
MER DRILL INTO A SDS
MOUNT DRILL!
1/2-20 MOUNT TO
SDS DRILL.
EASY AS 1, 2, 3!
#945-112SDS

UPC CODE 79457

CARBIDE CHUCK
JAWS

LENGTH

CARBIDE CHUCK JAWS
ALL STEEL CONSTRUCTION WITH DOUBLE SHELL

CHUCK
MODEL

UPC
CODE

MOUNT DIA.
A

SLEEVE
DIA.

D .OZin mm

5322A 53211 1/16-1/2 1.5-13 1/2-20 .2559 1.67 2.94 2.50 11.4
5322A 53235 1/16-1/2 1.5-13 3/8-24 .2165 1.67 2.94 2.50 11.4

5322ACAR 53310 1/16-1/2 1.5-13 1/2-20 .2559 1.67 2.94 2.50 11.6
5322ACAR 53334 1/16-1/2 1.5-13 3/8-24 .2165 1.67 2.94 2.50 11.6

CAPACITY WEIGHT

CLOSED OPEN

*
* 

Jaw Lock Ring Sleeve Ball Bearings Screws Key

REPAIR PARTS: Specify the chuck number and part name neededHEAVY DUTY
Key-Type Drill
Chucks

Models:
43BZ, 44Z

Part #610



DRILL CHUCK ACCESSORIESR

12 9

R

KEY TYPE CHUCKS FOR PORTABLE TOOLS

LIGHT DUTY
DESIGNED FOR O.E.M AND D.I.Y
PORTABLE DRILLS - ALL MOVING
PARTS HARDENED FOR MAXIMUM
TOOL LIFE.

MEDIUM DUTY.
DESIGNED FOR PROFESSIONAL
TYPE PORTABLE DRILLS, ALL
MOVING PARTS ARE HARDENED
FOR MAXIMUM TOOL LIFE.
ALL THREADED MODELS ARE
DRILLED FOR REVERSING UNITS.

4200-B1 30247 42086 0-3/8 0.5-10 3/8-24 .217 TB1 KG 1.30 2.36 1.93 6
4200-B1 41211 0-3/8 0.5-10 1/2-20 .256 TB1 KG 1.30 2.36 1.93 6
4220-B13 30598 42204 1/16-1/2 1.5-13 3/8-24 .217 TB13 KK 1.65 2.84 2.29 11
4220-B13 30602 42208 1/16-1/2 1.5-13 1/2-20 .256 TB13 KK 1.65 2.84 2.29 11

CAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA
D

CLOSED
L1

OPEN
L

WEIGHT

.OZin mm

LENGTH

412-B1 41204 0-5/16 0.3-8 1JT* 1/4-20 TB1 KG 1.18 2.13 1.73 4
420-B1 42031 0-3/8 0.5-10 3/8-24 .217 TB1 KG 1.42 2.36 2.01 8
420-B1 42017 0-3/8 0.5-10 1/2-20 .256 TB1 KG 1.42 2.36 2.01 8
422-B13 42239 1/16-1/2 1.5-13 3/8-24 .217 TB13 KK 1.65 2.88 2.32 13
422-B13 31052 42215 1/16-1/2 1.5-13 1/2-20 .256 TB13 KK 1.65 2.88 2.32 13
422-B13 42291 1/16-1/2 1.5-13 33JT* 3/8-16 TB13 KK 1.65 3.03 2.44 13

CAPACITY
CHUCK
MODEL

UPC
CODE

SUBSTITUTE
FOR

JACOBS 

TAPERED
MOUNT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY CLOSED
L1

OPEN
L

WEIGHT

.OZin mm

LENGTHSLEEVE
DIA.

D

L

L1

D

A

L

L1

D

A

RIGHT ANGLE ADAPTER

AVAILABLE WITH KEYED
CHUCK OR WITHOUT!
HANDLES SPEEDS UP TO
2500 RPM, WITH OIL HOLE,
MADE FROM ALL STEEL!
HEAVY-DUTY - NO PLASTIC GEARS!

UPC CODE 79037

FLEXIBLE SHAFT

LENGTH 40 INCHES. 3/8 DRIVE.
KEYLESS CHUCK, 3/8 DRILL CAPACITY. 
OIL RESISTANT.
CAN BE USED WITH DRILL BITS AND
MINI TOOLS IN ORDER TO PERFORM
VERY ACCURATE OPERATIONS. 
WITHSTANDS 3600 RPM.

UPC CODE 79447

Speed 3000 max

Max 0.8mm .031 STAINLESS STEEL

Max 1.2mm .047 GALVA, ZINC, STEEL SHEET

Max 1.5 mm .059 COPPER, BRASS

Max 2.0 mm .079 PVC, ALUMINIUM, VINYL FLOOR TILE

Max 2.5 mm .099 SYNTHETIC MATERIAL

10 oz

NIBBLER
UPC CODE 79211
SPARE PUNCH
UPC CODE 79228
USES  • Cutting sunroofs, windows and wheel arches etc...

• Cutting across corrugated sheets (steel or plastic)
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R

CHUCKS FOR PORTABLE DRILLS DRILL CHUCK ACCESSORIES
R

Impact Keyless Chuck

“SQUARE DRIVE” - “KEYLESS DESIGN”
FOR STANDARD IMPACT TOOLS.
IT TRANSFORMS THE WRENCH INTO AN
EFFICIENT DRILLING TOOL WITH SUPER
HODLING POWER

WC3R3 00330 3/32-3/8 2.5-10 3/8 sq.dr. 2-1/8 2-3/32 1-7/16 0-9/12
WC5R5 64-J9 00521 1/8-1/2 3-13 1/2 sq.dr. 2-9/32 2-5/8 1-15/16 1-4

CAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT MOUNT DIAMETER

WEIGHT

LBS-OZSCLOSED OPEN
in mm

LENGTH

Machinist Tap Wrench with Guide

THREAD DRILLED HOLES MANUALLY WITHOUT
REMOVING THE WORK PIECE FROM PRECISE
MACHINE SETUPS.  HANDLE IS SLIDING STYLE,
MOVES SIDE TO SIDE TO ACCESS TIGHT SPACES.
WRENCHES CAN ALSO BE USED AS REGULAR
T-HANDLE TAP WRENCHES.  TAPS NOT INCLUDED.

0 TO 1/4 00279 51014
1/4 TO 1/2 00293 51412
1/2 TO 3/4 00286 51234
3/4 TO 1 00248 51341

MACHINIST
TAP

WRENCH
SIZE

REICHEL
UPC

CODE



14 7

R

ARBORS & DRIFTS

ARBOR
MODEL

UPC
CODE

D L1
E2*

JACOBS
L

WEIGHT

.OZ

1/2STO 91206 0.500 2.50 0JT 3.11 2
1/2ST1 91213 0.500 2.50 1JT 3.35 2
1/2ST2 91220 0.500 2.50 2JT** 3.55 3
1/2ST33 91244 0.500 2.50 33JT 3.74 4
1/2ST6 91268 0.500 2.50 6JT 3.74 4
1/2ST3 91237 0.500 2.50 3JT 3.98 5
5/8ST1 95815 0.625 2.50 1JT 3.35 3
5/8ST2 95822 0.625 2.50 2JT** 3.59 4
5/8ST33 95891 0.625 2.50 33JT 3.74 5
5/8ST6 95860 0.625 2.50 6JT 3.74 5
5/8ST3 95839 0.625 2.50 3JT 3.98 7
5/8ST4 95846 0.625 2.50 4JT 4.41 11
3/4ST2 93422 0.750 3.00 2JT** 4.10 7
3/4ST33 93415 0.750 3.00 33JT 4.26 7
3/4ST6 93460 0.750 3.00 6JT 4.26 8
3/4ST3 93439 0.750 3.00 3JT 4.49 9
3/4ST4 93442 0.750 3.00 4JT 4.93 14
1ST3 91332 1.000 3.00 3JT 4.53 14
1ST4 91404 1.000 3.00 4JT 4.96 18

Straight Shank Arbors

* Dimensions p 17.
** Suitable for chucks with 2 short JT.

D

E2

L1

L

DRIFTS

MODEL UPC
CODE

min max

L
WEIGHT

.OZ

1MT 11006 1 2 4.57 1
2MT 12003 2 3 5.91 3
3MT 13000 3 4 7.84 6
4MT 14007 4 5 9.89 12
5MT 15004 5 6 11.03 25

Standard drifts

* Dimensions p 17.

MODEL UPC
CODE

MORSE*

MORSE*

min max

L
WEIGHT

.OZ

#1 11136 1 3 12.61 12
#2 12461 4 6 14.97 19

Semiautomatic drifts
L

L

Morse

* Dimensions p 17.

RB1 763412-5 6010D, 6010DW, 6010DWK, 6010SDW, 6012HDW, M001 (FOR CORDLESS) 1/4
RB1 763419-1 6002D, 6010D, 6012HD, 60710, 6073D, 6040DW, 6010SDW, 6092D, 6072D, 6070DW 1/4
RB13 763415-9 8400D, DA-3000D, DP3720 9/32
R5.5 763414-1 6000LR, 6000R, 6510LVR, DA3000R 7/32
R6.5 763411-7 6013BR, 6300LR, 6301LR, DA6300, DP4700 1/4

HARDWARE & INDUSTRIAL DRILL CHUCK KEYS

KEY NO.’S

REICHEL
SELF-

EJECTING JACOBS
FOR LFA® CHUCK NO.’S FOR JACOBS CHUCK NO.’S PILOT

SIZE

AVAILABLE IN BULK & CARDED
See page 16 for details.

Note :
1. Never apply extensions, or «cheaters»
of any kind to chuck key handles.
2. Do not subject chuck key handles to
hammer or other impact blows.

KEY NO.’S FOR MAKITA MODELS-CARDED ONLY

R

#0 #0SE K0 0,0B 1/8
#1 1SE K1 81-1A, 81-1B 1A, 1B, 1BS,MC1 5/32

TB1 TB1SE KG 4200-B1, 412-B1, DC1G61,  DC1G61AD, DC4G61 1/4
420-B1 DC4G61AD,  H1G61, H4561, MC2

MC1G41, MC1G60 ,  MC1G61, 
T80 KGA MC1G75, U4G41, U4G60, U4G61 1/4

#2 #2SE K2 82-2A, 82-2B 2A, 2B, MC5 1/4

T4 #4SE K7 81-4B 7, 7-1A, 7B 7/32

T5 T5SE K32 82A-5A, 43b-5A, 11N, 32, 32B, 33, 33B, 33BA, 33F 1/4
82A-5B, 43b-5B, 33KD, 3326, 3326A, MC-10, MC33
82AS-5A, 43BZ-5B

T5C T5CSE K32C 3333C 1/4
T6 T6SE K3 43-6A, 43-6B, 3, 3A, 3AE, 3B, 3KD, 3PD, 6AE 5/16

84-6A, 45-6A, 6A-2A, 6A-33, 6B, 14N, 34,
84-6B, 45-6B 34B, 34KD, 34PD,
83S-6A, 84S-6A 55B, 56B, 58B, 75A, 634, 634B
44Z-6B, 43SB-6A

T6C T6CSE K3C 633C, 633D 5/16
#13 #13SE K30 81b-13A, 81b-13B, 30, 30-1A, 30B, 31B, 31BA, 15/64

42-13B, 81bS-13A 81/2N, MC4
TB13 TB13SE KK 422-B13, 4220-B13 DC8K33, DC8K61, DC8K64, H8K33 9/32

H8K61, H8K64, MC4K01, MC4K41
MC4K61, MC8K26, MC8K64, MC8K64AD
U8K33A, U8K33, U8K64,
U8K64A, U8K61

#9 #9SE K4 85-9A, 85B-9A 16N, 18BN, 36, 36B, 37KD, 37PD, 59B 3/8
85S-9A, 85BS-9A

TBD B & D 70-110 1/4 & 3/8 BLACK & DECKER CHUCKS 13/64
KEY HOLDERS NO.2 FITS ALL CHUCK KEYS (EXCEPT #9 & #26)
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ARBOR
MODEL

UPC
CODE

T1*
MORSE

E2*
JACOBS

L
WEIGHT

.OZ

1MT0 91008 1 0JT 3.19 2
1MT1 91107 1 1JT 3.39 2
1MT2 91219 1 2JT** 3.62 2
1MT33 91336 1 33JT 3.78 3
1MT6 91602 1 6JT 3.78 3
1MT3 91305 1 3JT 4.02 5
2MT0 92005 2 0JT 3.78 4
2MT1 92104 2 1JT 3.98 4
2MT2 92203 2 2JT** 4.22 5
2MT33 92333 2 33JT 4.41 6
2MT6 92609 2 6JT 4.37 6
2MT3 92302 2 3JT 4.61 7
2MT4 92401 2 4JT 5.04 12
3MT1 93101 3 1JT 4.73 9
3MT2 93200 3 2JT** 4.96 10
3MT33 93330 3 33JT 5.12 11
3MT6 93606 3 6JT 5.12 11
3MT3 93300 3 3JT 5.36 12
3MT4 93408 3 4JT 5.79 17
3MT5 93507 3 5JT 5.91 22
4MT2 94207 4 2JT** 5.99 21
4MT33 94337 4 33JT 6.15 22
4MT6 94603 4 6JT 6.15 22
4MT3 94306 4 3JT 6.38 23
4MT4 94405 4 4JT 6.82 28
4MT5 94504 4 5JT 6.93 33
5MT3 95303 5 3JT 7.56 55
5MT4 95402 5 4JT 8.12 60
5MT5 95517 5 5JT 8.12 65

Morse Taper Arbors

* Dimensions p 17.
** Suitable for chucks with 2 short JT.

* Dimensions p 17.

ARBOR
MODEL

UPC
CODE

T1*
MORSE

E4*
UNF

L
WEIGHT

.OZ

2MT3/8 92388 2 3/8-24 3.98 5
2MT1/2 92128 2 1/2-20 4.10 5
2MT5/8 92586 2 5/8-16 4.18 6

Threaded Arbors

MORSE TAPER ARBORS

L

T1

E2 E4

KEY BOX AND KEY CAD-DE

WITH REPLACEMENT PINIONS

MODEL CD1 INDUSTRIAL KEYS
KEY NO. LFA® SERIES JACOBS SERIES
T6 / K3 43, 44, 45, 84, 83S 3, 3A, 6A, 6B, 14N,

84S, 44Z, 43SB 34, 55, 56, 58, 634, 75
T5 / K32 82, 43b, 43bZ 11N, 32, 33, 3326,

MC10, MC33, MC3326
T2 / K2 82 2A, MC5
#13 / K30 81b, 42, 81bS 30, 31B, 8-1/2N, MC4

REPLACEMENT PINIONS FOR ABOVE :
M / R6 / K3 T6 / K3
M / R5 / K32 T5 / K32
M / R2 / K2 #2 / K2
M / R13 / K30 #13 / K30

MODEL CD2 HARDWARE & INDUSTRIAL KEYS
KEY NO. LFA® SERIES JACOBS SERIES
#1 / K1 81-1A, 81-1B 1A, 1B, 1BS, MC
TB1/ KG1 412, 420, 4200 DC, H1, Mc, U
T4 / K7 7A, 7BA, 7B
TB13 / KK 422, 4220 DC, H, MC, U

REPLACEMENT PINIONS FOR ABOVE :
M / R1 / K1 #1 / K1
M / TB1 / KG1
M / R4 / K7 T4 / K7
M / RB13 / KK TB13 / KK

NOTE : CD1 model keys fit 100 different chuck models, 3/8, 1/2, 5/8 CAP.
CD2 model keys fit 127 different chuck models, 1/4, 3/8, 1/2 CAP.

One year warranty on all components. Made in USA

Also available with
magnetic hold

Easy Find Key Box

Kit Contains:
1 Master Key Ring, 2 Large Key Cad-De, 2 Small Key Cad-
De, 10 2R2 Key Holders, 10 #0 (KO), 10 #1 (K1), 10 TB1
(KG),10 #2 (K2), 10 T4 (K7), 10 T5 (K32), 10 T6 (K3), 10
#13 (K30), 10 TB13 (KK), 10 TBD (B&D 70-110),
5 #9 (K4), 10 T80 (KGA)
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LENGTH

PRECISION SELF-TIGHTENING CHUCKS

SELF-TIGHTENING.
LIGHT WEIGHT.
BALL BEARING - HAND LOCKING

Taper Mounted Chucks
CAPACITYCHUCK

MODEL
UPC

CODE
TAPERED
MOUNT

SLEEVE
DIA.

D
OPEN

L
CLOSED

L1

WEIGHT

.OZin mm

61bA 61018 0-5/16 0.3-8 1JT 1.42 2.83 2.60 12
62A 61028 0-3/8 0.5-10 2JT 1.42 3.15 2.91 12
63A 63333 0-1/2 0.5-13 33JT 1.57 4.02 3.62 18
63A 63067 0-1/2 0.5-13 6JT 1.57 4.02 3.62 19
64A 64330 0-5/8 0.5-16 33JT 1.81 4.33 3.90 26
64A 64064 0-5/8 0.5-16 6JT 1.81 4.33 3.90 26

LL1

D

SELF-TIGHTENING.
PRECISION QUALITY
FOR ALL DRILLING APPLICATIONS.

Taper Mounted Chucks
CAPACITY

CHUCK
MODEL

JACOBS
EQUIVALENT

UPC
CODE

TAPERED
MOUNT

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

71bSA 80-J2S 71228 0-5/16 0.3-8 2shJT 1.42 2.88 2.56 13
72SA 100-J2 72021 0-3/8 0.5-10 2shJT 1.77 3.66 3.19 26
73SA 130-J33 73332 0-1/2 0.5-13 33JT 2.03 4.14 3.66 38
73SA 130-J6 73066 0-1/2 0.5-13 6JT 2.03 4.14 3.66 38
74SA 160-J6 74063 1/8-5/8 3-16 6JT 2.27 4.33 3.78 50

LENGTH

SUPER HOLDING!

Jaw Lock Ring Sleeve Ball Bearings Screws

REPAIR PARTS: Specify the chuck number and part name neededSelf-Tightening
Keyless Drill
Chucks

Models:
61, 62, 63, 64

Jaw Lock Ring Sleeve Ball Bearings Screws

REPAIR PARTS: Specify the chuck number and part name neededSuper Self-Tightening
Keyless Drill
Chucks

Models:
71, 72, 73, 74

R

Boxed Chucks:
• Ready to hang from

your shelf
• Easily sits on a shelf .
• Hang on Zip Strip.

Zip Strip:
• Compact Space Saver

for many items.
• Carded Chuck Keys
• Boxed or Blister Pack

Drill Chucks
• Key Cad-De

Blister Packaging:
• Hang on our Zip Strip
• Hang on your shelf

All items available with UPC codes.
*Keys available for Carded UPC:
#0, #1, TB1, T80, #2, T4, T5, T5C, T6, T6C, 
#13, TB13, TBD, 2R2 Key Holder

RETAIL PACKAGING

Carded Key:
• Carded key with

UPC label
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R KEY TYPE SUPER CHUCKS

EQUIPPED WITH A SLIDING RING. 
ALL COMPONENTS ARE HARDENED
AND GROUND FOR ACCURACY.
SUPER HOLDING AND FRICTION
FREE MOVEMENT FOR HEAVY DUTY
DRILLING.

L

L1

D

A

LENGTH

Taper Mounted Chucks
CAPACITYCHUCK

MODEL
UPC

CODE

SUBSTITUTE
FOR

JACOBS

TAPERED
MOUNT

A LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
OPEN

L
CLOSED

L1

WEIGHT

.OZin mm

81bS-13A 8-1/2N 81160 0-5/16 0.3-8 2shJT 1/4-20 T13 K30 1.42 2.36 2.01 8
82bS-5A 11N 82556 0-3/8 0.5-10 2JT 3/8-16 T5 K32 1.77 3.15 2.48 15
43S-6A 43977 0-1/2 0.5-13 33JT 3/8-16 T6 K3 2.01 3.35 2.64 21
83S-6A 14N 83638 0-1/2 0.5-13 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
84S-6A 16N 84556 0-5/8 0.5-16 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
85S-9A 18N 85977 1/16-3/4 1.5-20 4JT 3/8-16 T9 K4 2.95 5.12 4.10 71
85bS-9A 20N 85960 3/16-1-1/32 5-26 4JT 3/8-16 T9 K4 2.95 5.12 4.10 69

Jaw & Nut Set Sleeve Ball Bearings Key

REPAIR PARTS: Specify the chuck number and part name neededSuper Chucks
Ball Bearing Key-Type
Drill Chucks

Models:
43S, 81BS, 82BS, 83S,
84S, 85S, 85BS

R

TECHNICAL INFORMATION

Dimensions : MORSE tapers

Dimensions : JACOBS tapers

Dimensions : UNF and 
UN internal thread

MORSE
(T1)

D D1 d2 L3 L4 b

0 0.356 0.362 0.240 2.224 2.342 0.153
1 0.475 0.480 0.354 2.441 2.579 0.205
2 0.700 0.709 0.551 2.953 3.150 0.248
3 0.938 0.949 0.752 3.700 3.898 0.311
4 1.231 1.244 0.992 4.626 4.882 0.469
5 1.748 1.760 1.437 5.886 6.142 0.626
6 2.494 2.512 2.063 8.268 8.583 0.748

JACOBS
(E2)

D d L1

0JT 0.250 0.228 0.437
1JT 0.384 0.333 0.656

2shJT 0.549 0.488 0.750
2JT 0.559 0.488 0.875
33JT 0.624 0.560 1.000
6JT 0.676 0.624 1.000
3JT 0.811 0.746 1.219
4JT 1.124 1.037 1.656
5JT 1.413 1.316 1.875

UNF - UN
(E3)

D
Number

of threads
per inch

L min.

5/16-24UNF 3B 0.312 0.042 0.551
3/8-24UNF 3B 0.375 0.042 0.571
1/2-20UNF 3B 0.500 0.050 0.630
5/8-16UN 3B 0.625 0.062 0.748
3/4-16UNF 3B 0.750 0.062 0.748

L
D

D

d

L1
d2

b

D

D1

L3L4

TO REMOVE : if drill has a retaining screw, remove this
screw (left handed thrd.) prior to removal of chuck.
Using a hex type key, remove from spindle as shown.

TO MOUNT : thread chuck to drill spindle by hand,
be sure chuck is seated against mounting surface,
replace the left handed thrd. screw.

Note : all LFA® taper model chucks are equipped with «easy arbor removal».

FOR TAPERED SPINDLES :
TO MOUNT : clean all contact surfaces, with jaws completely
retracted use a thin piece of wood to protect the chuck nose, tap
the chuck on to the spindle.

MOUNTING TAPERED CHUCKS :

MOUNTING & REMOVING THREADED CHUCKS :

FOR TAPER SHANK ARBORS :
TO MOUNT : clean all surfaces, with jaws completely retracted.
Place chuck on a wooden surface, strike tang of arbor lightly to seat.
Do not use arbor press, excessive pressure will expand chuck body
& distort the jaw holes.

ASSEMBLE & DISMANTLE A KEY TYPE CHUCK :
Extend the jaws to half of the maximum capacity.
Remove the sleeve by pressing. This operation
releases the nut (in 2 parts) and frees the 3 jaws
which can be dismantled.
Important : do not apply force on the extremity of the
jaws.Insert an intermediate ring between the press
and the body of the chuck.

Insert the 3 jaws in their place in a position
corresponding about half the maximum
capacity, taking into account the order of
assembly marked by a number of grooves (1, 2
and 0). Coat the thread of the nut with a thick
grease and replace the 2 parts on the jaws.
Then replace the sleeve by use of a press.
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80-0A 0A 80002 0-5/32 0.3-4 0JT T0 K0 .860 1.420 1.160 2
81-1A 1A 81115 0-1/4 0.3-6.5 1JT 1/4-20 T1 K1 1.18 2.09 1.69 4
81-4A 81412 0-1/4 0.3-6.5 1JT 1/4-20 T4 K7 1.26 2.09 1.69 5

81b-13A 81122 0-5/16 0.3-8 2shJT 1/4-20 T13 K30 1.42 2.36 2.01 8
82-2A 2A 82228 0-3/8 0.5-10 2JT 3/8-16 T2 K2 1.67 2.88 2.32 12
43b-5A 33 43331 1/16-1/2 1.5-13 33JT 3/8-16 T5 K32 1.77 3.19 2.56 15
43-6A 34-02 43205 0-1/2 0.5-13 2JT 3/8-16 T6 K3 2.01 3.35 2.64 21
43-6A 34-33 43335 0-1/2 0.5-13 33JT 3/8-16 T6 K3 2.01 3.35 2.64 20
43-6A 34-06 43601 0-1/2 0.5-13 6JT 3/8-16 T6 K3 2.01 3.35 2.64 20
84-6A 3A 84635 0-5/8 0.5-16 3JT 3/8-16 T6 K3 2.36 3.94 3.07 33
45-6A 36 45308 3/16-3/4 5-20 3JT 3/8-16 T6 K3 2.36 3.94 3.07 32
85-9A 85946 1/16-3/4 1.5-20 4JT 3/8-16 T9 K4 2.95 5.12 4.10 71
85b-9A 85953 3/16-1-1/32 5-26 4JT 3/8-16 T9 K4 2.95 5.12 4.10 69

KEY TYPE PRECISION CHUCKS

PLAIN BEARING MODELS 
PRECISION CRAFTED.
HEAVY DUTY PERFORMANCE.
ALL PARTS ARE HARDENED 
FOR MAXIMUM TOOL LIFE.

Taper Mounted Chucks
CAPACITY

CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

TAPERED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

LENGTH

R

L

L1

D

A

81-1B 1B-3/8 81139 0-1/4 0.3-6.5 3/8-24 .217 T1 K1 1.18 2.09 1.69 4
81-1B 81153 0-1/4 0.3-6.5 5/16-24 .217 T1 K1 1.18 2.09 1.69 4
81-4B 81436 0-1/4 0.3-6.5 3/8-24 .217 T4 K7 1.26 2.09 1.69 5

81b-13B 81184 0-5/16 0.3-8 3/8-24 .217 T13 K30 1.42 2.36 2.01 8
81b-13B 81146 0-5/16 0.3-8 1/2-20 .256 T13 K30 1.42 2.36 2.01 8
42-13B 31BA-3/8 42383 0-3/8 0.5-10 3/8-24 .217 T13 K30 1.42 2.36 2.01 8
42-13B 31BA-1/2 42123 0-3/8 0.5-10 1/2-20 .256 T13 K30 1.42 2.36 2.01 8
82-2B 2BA-3/8 82235 0-3/8 0.5-10 3/8-24 .217 T2 K2 1.67 2.88 2.32 13
82b-5B 32BA-1/2 82518 0-3/8 0.5-10 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-3/8 43380 1/16-1/2 1.5-13 3/8-24 .217 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-1/2 43229 1/16-1/2 1.5-13 1/2-20 .256 T5 K32 1.77 3.15 2.48 15
43b-5B 33BA-5/8 43168 1/16-1/2 1.5-13 5/8-16 .256 T5 K32 1.77 3.15 2.48 16
43-6B 43120 0-1/2 0.5-13 1/2-20 .256 T6 K3 2.01 3.35 2.64 21
43-6B 43588 0-1/2 0.5-13 5/8-16 .256 T6 K3 2.01 3.35 2.64 21
84-6B 3B-5/8 84659 0-5/8 0.5-16 5/8-16 .256 T6 K3 2.36 3.94 3.07 35
45-6B 36B-5/8 45582 3/16-3/4 5-20 5/8-16 .256 T6 K3 2.36 3.94 3.07 33
45-6B 36B-3/4 45346 3/16-3/4 5-20 3/4-16 .256 T6 K3 2.36 3.94 3.07 33

LENGTHCAPACITY
CHUCK
MODEL

UPC
CODE

JACOBS
EQUIVALENT

THREADED
MOUNT

A
LFA®

KEY
JACOBS

KEY

SLEEVE
DIA.

D
CLOSED

L1
OPEN

L

WEIGHT

.OZin mm

All models drilled for retaining screw. See page A.  Information concerning LFA® chuck keys are shown
on page 14.  Instructions to repair LFA® chucks are shown on page 17.

Thread Mounted Chucks

Jaw & Nut Set Ring Sleeve Key

REPAIR PARTS: Specify the chuck number and part name neededPercision Chucks
Key-Type Drill Chucks

Models:
42, 43, 81, 82,
84, 85

R KEYLESS MODEL REMOVAL PROCEDURE AND ACCESSORIES
FOR PORTABLE DRILLS

INSTRUCTIONS FOR USING THE LOCKING
SYSTEM

Tightening of the chuck with locking system.
1) Tighten the drill in the chuck until you hear a

“clack”, which means that the locking system has
engaged but not that the drill is fully
tightened.

2) After the “clack”, it is important to continue
tightening the chuck and you will hear 
“clicks” indicating that the locking system is 
operating.  The drill bit will be completely 
hightened when you cannot hear any more 
“clicks”.

1/4 HEX- 3/8-24 THRD screw driver to chuck mount.

SDS + to adapt a 1/2-20 thrd chuck.

SCREW REPLACEMENT
6 X 100 L.H. thrd.

CHUCK CONVERSION 3/8-24 straight thrd.

CHUCK CONVERSION 1/2-20 male x 3/8-24 male thrd.

CHUCK CONVERSION 1/2-20 male x 3/8-24 female thrd.

ADAPTERS APPLICATION

“clack”

FOR SDS

945 138

92 010

930 001

931 021

931 121

945 212

“click, click...”
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INDEX - INDUSTRIAL TOOLHOLDERS
Page

R

1

R

KEY TYPE PRECISION CHUCKS.
KEY TYPE SUPER CHUCKS & BALL BEARING SUPER KEY TYPE CHUCK.

PRECISION SELF-TIGHTENING CHUCKS & SUPER SELF-TIGHTENING CHUCKS.

ARBORS : MORSE TAPERS, R8 TAPER.

ARBORS: STRAIGHT SHANK
DRIFTS: SEMIAUTOMATIC DRIFTS, STANDARD DRIFTS.

KEY TYPE CHUCKS FOR PORTABLE TOOLS : LIGHT DUTY AND MEDIUM DUTY.

KEYTYPE CHUCKS: HEAVY DUTY FOR HAMMER DRILLS.

SPECIAL PURPOSE FOR ROTATION WITH ROTARY HAMMER DRILL USE.
SDS ADAPTER, SDS CONVERTER.

RIGHT ANGLE ADAPTER, FLEXIBLE SHAFT
LFA® POWER DRILL NIBBLER ATTACHMENT, IMPACT SQUARE DRIVE DRILL CHUCK.

IMPACT KEYLESS CHUCK SQUARE MOUNT
MACHINIST TAP WRENCH

HARDWARE AND INDUSTRIAL DRILL CHUCK KEYS.

EASY TO FIND KEY BOX
REICHEL KEY CAD-DE

RETAIL ITEMS

TECHNICAL INFORMATION

KEYLESS MODEL REMOVAL PROCEDURE AND ACCESSORIES FOR PORTABLE DRILLS.

3-4

5

6

7

9

10

10

11

12

13

14

15

16

17

18

KEYLESS CHUCKS FOR STANDARD AND REVERSABLE DRILLS.
LFA® SPECIAL PURPOSE CHUCKS FOR ROTATION WITH ROTARY HAMMER USE.

KEYED CHUCKS QUICK GUIDE



At the beginning of the 20th century Virgile AMYOT
manufactured precision tools used by Swiss watchmakers.

In 1925 in response to industry demands, Mr AMYOT and his
sons expanded their business. Using their tool-making expertise,they
manufactured a new type of drill chuck,
which tightens without a chuck key. It was
patented in USA in 1932.  Respecting the
precise and exacting standards required in
timepiece machining, LFA® quickly
established its reputation as the leading
company on the continent for the
production of keyless chucks.

Over the years, LFA® has continued to
develop new and better chucks to fit
customers needs, creating a full range of
chucks and other products to handle all
types of fixed and portable tool applications.

In 1994, LFA® patented a newest addition : a
keyless chuck which can be used on all corded,
cordless and  hammer drills. With this new line and
LFA®’s other products, we can satisfy customer
needs worldwide.

R

DRILL CHUCKS

Famous World-Wide!  Established in 1925

R
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LFA® INDUSTRIES INC.
USA

866-539-2903 • 630-762-7393 Fax

Email:  sales@lfausa.com

www.lfausa.com

Phone: 630-762-7391
Fax: 630-762-7393

KEYED CHUCKS QUICK GUIDE



LFA ® CHUCKS, CHUCK KEYS AND ARBORS ARE GUARANTEED

AGAINST DEFECT IN MATERIAL AND WORKMANSHIP.

FOR ONE YEAR FROM PURCHASE DATE.

VISA AND MASTERCARD NOW EXCEPTED.

D R I L L  C H U C K S

w w w . L F A u s a . c o m

WORLD WIDE FAME 
FOR QUALITY AND EXCELLENCE

R

INDUSTRIES INC.

Toll Free: 866-539-2903
Fax: 630-762-7393
Email: sales@lfausa.com

www.LFAusa.com
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